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•	 Manufactured to exceed all ASME B30.20 and OSHA regulations.

•	 Painted safety yellow for increased visibility.

•	 ALL Lifting Beams proof loaded and shipped with certification 	
	 paperwork.

•	 Durable construction ideally suited to jobsite or warehouse use.

•	 Made in U.S.A.

•	 Custom designs available - call for engineering.

•	 ALL lifting equipment individually proof loaded per OSHA  
	 requirements.

•	 All dimensions in inches unless otherwise noted.

•	 Used to lift wood cased glass or glass panels or similar material 	
	 when used with proper slings.

              Prop 65 — See Page 112
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LIFT BEAM - GLASS PANELS

Part  
Number

Working Load Limit
in Pounds*

Panel Length (L) Min**
Panel Length (L) 

Max**
A B C D E HR Weight

22875 5,000 88 144 3 5 1.25 1 109 15 315

22876 10,000 130 204 4 7 2 1.25 169 24 795

 

LIFTING SLING FOR GLASS PANELS -  
SOLD AS EACH, 2 NEEDED TO LIFT

Part  
Number

Working Load 
Limit

in Pounds*

Panel Height 
(H) Min**

Panel Height 
(H) Max**

22877 6,000 36 54

22878 6,000 60 84

22879 6,000 72 100

22880 6,000 100 130
 

** If used with slings below

** 3” wide, PVC belting on entire inside to help prevent cutting,  
velcro straps prevent slings from shifting while not under load


